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04-901
Applies To: 2003 Accord V6 (KU) – From VIN JHMCM6...3C200002 thru JHMCM6...3C200056

2004 Accord V6 (KU) – From VIN JHMCM6...4C200005 thru JHMCM6...4C200011

Product Update: Fuel Pressure Regulator

BACKGROUND
While driving, the engine loses power and then cuts out 
and cannot be restarted. This problem is caused by the 
fuel pressure regulator holder in the fuel pump case 
coming loose, causing the fuel pressure regulator to fall 
out of the case.

CUSTOMER NOTIFICATION
All owners of affected vehicles should be sent a 
notification of this product update. An example of the 
customer notification is enclosed with this service 
bulletin.

Before beginning work on a vehicle, verify it is eligible 
by making sure the vehicle is shown on your campaign 
responsibility report. In addition to the campaign 
responsibility report, check for a punch mark above the 
first character of the engine compartment VIN. A punch 
mark in that location means the this product update 
has already been done.

If any affected vehicles are in your new or used vehicle 
inventory, repair them as described in this service 
bulletin.

CORRECTIVE ACTION
If necessary, reinstall the fuel pressure regulator and 
its holder. Then use wire ties to secure the holder to 
the fuel pump case. 

PARTS INFORMATION
A kit was drop-shipped to all distributors for this 
campaign. This kit includes three wire ties and a base 
gasket.
O-Ring (order only if needed): P/N 17043-S5H-T30

WARRANTY CLAIM INFORMATION
In warranty: The normal warranty applies.
Operation Number: 122022
Flat Rate Time: 1.0 hour
Failed Part: P/N 16016-SDC-E00
Defect Code: 5FA
Symptom Code: 09304

REPAIR PROCEDURE
1. Remove the fuel tank unit (see the Fuel and 

Emissions section of the appropriate shop manual).

2. Wrap a clean shop towel around the quick 
connector area of the fuel tank unit to protect it, and 
then turn over the unit.

3. If the fuel pressure regulator has fallen out, remove 
and discard the O-ring if it is damaged. If you are 
installing an new O-ring, coat it with clean engine 
oil, and then install it on the fuel pressure regulator. 
Insert the fuel pressure regulator into the fuel pump 
case, and then snap the holder into place.

Wrap a clean
shop towel here.
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4. Slide the ground wire terminal off the ground wire 
rail on the holder.

5. Make a mark on each of the three wire ties 
154 mm from the end of the tail. 

6. Thread the tail of the first wire tie through the gap 
between the holder and the fuel pump case just 
above the ground wire rail. Insert the tail into the 
locking head, and pull it through so the tail is 
pointing to the right.

7. Thread the tail of the second wire tie through the 
gap between the holder and the fuel pump case 
that is on the side of the holder opposite the ground 
wire rail. Insert the tail into the locking head, and 
pull it through so the tail is pointing to the left. 
Thread the tail of the third wire tie through the gap 
just above the second wire tie. Insert the tail into 
the locking head, and pull it through so the tail is 
also pointing to the left.
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8. Pull up the slack in each of the wire ties so the mark 
you made 154 mm from its tail is past the locking 
head.

9. Cut each wire tie so you have only 3 to 10 mm 
sticking out from the locking head.

10. Clip the ground wire terminal into the ground wire 
rail.

11. Inspect the fuel tank unit for damage, then reinstall 
the unit with a new base gasket (see the Fuel and 
Emissions section of the appropriate shop manual).

12. Center punch a completion mark above the first 
character of the engine compartment VIN.

LOCKING HEAD 154 mm MARKS

Center-punch here.

JHMCM6XXXXXXXXXXX



Example of Customer Notification Letter

January 2004

Product Update: Fuel Pressure Regulator

Dear Accord Owner:

This notice has been sent to inform you of a potential problem with your vehicle and what 
you should do to resolve it.

What is the problem?
The engine loses power and then cuts out and cannot be restarted. The fuel pressure 
regulator may dislodge, cutting fuel delivery to the engine.

What should you do?
Call your authorized Honda distributor, and make an appointment to have your vehicle 
repaired. The distributor/dealer will secure the holder that keeps the fuel pressure 
regulator in place. This work will be done free of charge. Please plan to leave your 
vehicle at the distributor/dealer for half a day to allow them flexibility in scheduling.

What to do if you feel this notice is in error.
Our records show that you are the current owner or lessee of a 2003–04 Accord V6 
involved in this product update. If this is not the case, or the name/address information is 
incorrect, please inform your distributor/dealer. This will help us update our records.

If you have questions.
If you have questions about this notice or need assistance, please contact (insert your 
distributor name and telephone number).

We apologize for any inconvenience this may cause you.

Sincerely,

(Distributor/Dealer name)


